Helix Back Line Requirements - Sept. 2010

Daryl Gray

1 x Traynor Dyna Bass 800H - 800 w with Tube/Solid State Pre.

2 x Traynor TC1510 - 600w 1 x 15"/ 2 x 10" cabinets.

or

1 x SVT - CL head or SVT - 3 PRO head

NOTE: ABSOLUTELY  NO AMPEG SVT - VR or SVT - 450H HEADS 

1 x  Ampeg 8 X 10 speaker Cabinet

All power and speaker cables required to make the rig work.

3 x 30' guitar cables.

2 x guitar stands.

1 x small bass practice amp

Kaleb Duck

one boss noise gate pedal

one boss chorus pedal

2 - Marshall straight cabinets

1 - Marshall JMC 2000 - DSL 100 watt  head

2 -  20ft patch cords

1 - 12' guitar cord

3 - 7 inch patch cords

1 guitar stand

1 - small practice amp

All power and speaker cables required to make the rig work.

Brent Doerner

2 - Marshall JMC 2000 - DSL100 watt heads

2 - Marshall angled cabinets

1 - Fender rack mount tuner

2 - 30' guitar cables

1 - 12' guitar cord

1 - small practice amp 

2 - guitar stands

All power and speaker cables required to make the rig work.

Fritz Hinz

1 - 22" x 20" Pearl bass drum

1 - 8" x anything Tom Tom - Pearl

1 - 10" x anything Tom Tom - Pearl

1 - 14" floor tom - Pearl

6 - cymbal boom stands - Pearl

1 - drum throne

1 - 3 leg high-hat stand

1 - set of tymbalis

1 - snare stand
